Materiais X Temperatura de utilizagcéo

Design
Temperature, 'F Material Plale Pipe Forgings Fiitings Bolling
u . —425 tg 3N Stainless slael SA-240-304, SA-.312-304, SA-182-304, SA-403-304
t | 3041, 347, 041, 347, 3041 347, a4l 347, .
316, 316L 316, 3160 316, 3160 116, 316L SA-020-BE wilh
SA-194-8
G | -3201c —151 9 nickel SA-353 5A-333-8 5A-522-1 SA-420-WPLB
@ | 150t -76 3% nickel SA-203-D
5 SA-333-3 $A-350-LF63 SA-420-WPL3
5 '.‘ -T5 o =31 2% nickel 5A-203-A SA-320-L7 with
-1494-4
E- | _s01e -21 SA-516-55, 6010 |  SA-333-6 A
| 8A-20 SA35041F2 | SA-420-wPLs
§ | -20k4 SA-516-All SA-333-1 or 6
50 32 SA-285-C
Carbon
) sleal
]
5 SA-516-All SA-53-8 SA-105 294-WFB
331080 SA-518-Al1 SA-106-B SA-181 ~Bﬂ.?’0 BledR:
61 10775 QA A5l SA-193-B7 with
£ G SA-194-2H
" 776 1o 875 C-YMo SA-204-B SA-535-P1 SA-182-F1 SA 204 WP1
E 876 10 1000 1G-14Mo 5A-387-12:1 SA-335-P12 SA-182F12 | SA-234-WPI12
% 1Cr-6Ma SA-387-11-2 SA-335.-P11 SA-182F11 | SA-234.WP11
= 1001 1o 1100 2%Cr-1Mo SA-387-22-1 SA-335-P22 SA-182-F22 | SA-234WPE2 | with 3A-193-B5
g SA-194-3
E 1101 1o 1500 Slainlesg staa| SA-2a0-34TH SA-312-34TH SA-TEZ-347TH SA-403-347H
(17
incaloy SB-424 58423 58-425 58-366 SA-193-BB with
SA-194-B
Above 1500 Inconel SB-443 5B ddd 58-446 5B-366
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-Material Selection Guide [Moss, cited in Bednar 1991]




